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Meas. range AccuracyIllustrationAbsolute pressure probes Part no.

Meas. range AccuracyIllustrationFunnel measurement Part no.

Absolute pressure probe 2000 hPa
0638 18350 to +2000

hPa
±5 hPa

Probes

115 mm 50 mm

Ø 4 mmØ 5 mm

115 mm

Ø 5 mm Ø 12 mm

Meas. range AccuracyIllustrationIAQ probes Part no.

IAQ probe to assess Indoor Air Quality, CO
2
,

humidity, temperature and absolute pressure
measurement, with desk-top stand

0632 15350 to +50 °C
0 to +100 %RH
0 to +10000 ppm CO

2
+600 to +1150 hPa

±0.3 °C
±2 %RH (+2 to +98 %RH)
±(50 ppm CO

2
±2% of mv) (0 to +5000 ppm CO

2
)

±(100 ppm CO
2

±3% of mv) (+5001 to +10000 ppm CO
2
)

±3 hPa

Thermal velocity probe with built-in
temperature and humidity measurement, Ø
12 mm, with telescopic handle (max. 745
mm)

0635 1535-20 to +70 °C
0 to +100 %RH
0 to +20 m/s

±0.3 °C
±2 %RH (+2 to +98 %RH)
±(0.03 m/s +4% of mv)

Meas. range AccuracyIllustrationFlow velocity probes Part no.

Vane meas. probe, 16 mm diameter, with
telescopic handle max. 890 mm, e.g. for
meas. in ducts, can be used from 0 to +60 °C

0635 9535

Vane meas. probe, 60 mm diameter, with
telescopic handle max. 910 mm, e.g. for
meas. at duct exit, can be used from 0 to +60
°C

0635 9335

Hot wire probe for m/s and °C, Ø probe head
7.5 mm, with telescopic handle (max. 820
mm)

0635 10250 to +20 m/s

-20 to +70 °C

±(0.03 m/s +5% of mv)

±0.3 °C (-20 to +70 °C)

Vane meas. probe, 100 mm diameter, for
measurements with funnel set 0563 4170

0635 9435+0.3 to +20
m/s
0 to +50 °C

±(0.1 m/s +1.5% of mv)
±0.5 °C

Meas. range Accuracy t99IllustrationAir probes Part no.

Efficient, robust NTC air probe
0613 171260 s-50 to +125 °C ±0.2 °C (-25 to +80 °C)

±0.4 °C (remaining range)

Fast-action surface probe with sprung
thermocouple strip, also for uneven surfaces,
measurement range short-term to +500°C,
TC Type K

0602 03933 s-60 to +300 °C Class 2

Pipe wrap probe for pipe diameter 5 to 65
mm, with exchangeable measuring head.
Meas. range short-term to +280°C, TC Type
K

0602 45925 s-60 to +130 °C Class 2

Clamp probe for measurements on pipes,
pipe diameter 15 to 25 mm (max. 1"), meas.
range short-term up to +130°C, TC Type K

0602 46925 s-50 to +100 °C Class 2

Meas. range Accuracy t99IllustrationSurface probes Part no.

114 mm
50 mm

Ø 3.7 mmØ 5 mm

Meas. range Accuracy t99IllustrationImmers./penetr. probes Part no.

Waterproof immersion/penetration
probe, TC Type K

0602 12937 s-60 to +400 °C Class 2

Ambient CO probe, for detecting CO in

buildings and rooms

0632 12350 to +500 ppm CO ±5% of mv (+100.1 to +500 ppm CO)
±5 ppm CO (0 to +100 ppm CO)

Funnel set consisting of funnel for disc outlets (Ø 200) and funnel for ventilator (330 x 330 mm) for in- and outgoing air 0563 4170

Oper. temp.
0 to +60 °C

+0.6 to +40 m/s ±(0.2 m/s +1.5% of mv)

Oper. temp.
0 to +60 °C

+0.25 to +20 m/s ±(0.1 m/s +1.5% of mv)


